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Contact details  

Kirimoko Park Residents Association Inc.  

email:   office@kirimokopark.co.nz  

phone:  021 0481 313 

address:  PO Box 868 WANAKA 9343 New Zealand  

 

 

 

 

Disclaimer  

The Society gives no warranty in respect of and will not be liable for the outcome of any 
recommendations or requirements of this Code or the approval process. It shall be the Lot 
Owner’s sole and exclusive responsibility to satisfy him/herself that all and any 
recommendations and requirements of the Society’s consent hereunder will perform to an 
efficient quality, survival, and/or tolerance level acceptable to the Lot Owner, who shall 
make no claim against the Society in respect thereof. Without limitation this includes 
requirements and recommendations in respect of the following: 

•  Building design and placement 

 •  Building materials, systems and methods 

 •  Colours 

 •  Landscaping and/or planting.  

This Code does not override the relevant legal requirements of the local Council but any 
conflict or inconsistency between the Council’s requirements and the terms of the Society’s 
consent must be referred back to the Society for consideration. 
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1. The purpose of the code 

 

 

From the initial concept to the construction of Kirimoko Park appropriate environmental design has been a major 
focus of the project. The layout of Kirimoko Park has been designed in harmony with the landscape, the natural 
contours and existing vegetation to create a framework of roads, reserves and living areas that respect and 
acknowledge the land on which they are built.  

 

The principles of good urban design have been applied to this framework to create a community with a distinctive 
character resulting in a vibrant and appealing living environment with a cohesive design theme running throughout. 
Add to this the Low Impact Design Stormwater System, extensive landscape planting and the use of innovative 
materials in its construction and Kirimoko Park represents a unique and sustainable residential environment. 

With the groundwork having been done in the creation of this unique community the real character of Kirimoko Park 
will be created through the design, layout and landscaping of individual dwellings. It is the intention of the Kirimoko 
Park Residents Association Incorporated (the ‘Society’) to create attractive and sustainable living environments 
through carefully controlling the layout, design, landscaping and construction of individual dwellings.  

This Code is intended to provide you and your designer, architect or building company with a clear understanding 
of the matters that must be taken into consideration during the design, construction and landscaping of your home.  

The Code provides examples of appropriate materials, colours and design solutions and will guide you through the 
design approval process, making it as straightforward and as simple as possible. 

To assist with the interpretation and application of the Code a glossary of terms is included at Part 5. 
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2. Design objectives 

 

 

 

 

Throughout the design of Kirimoko Park and the preparation of this Code the following design objectives have been 
identified:  

 

Landscape design objectives  

• the creation of an interesting, vibrant, yet cohesive environment through the use of landscape design  
• encourage private landscape development that will contribute to this interesting, vibrant, yet 

cohesive environment  
• maintain the effectiveness of the environmentally sensitive Low Impact Design (LID) Stormwater System 

by encouraging appropriate hard and soft landscaping  
• encourage private landscape elements that reflect the local character  
• encourage the use of native and exotic plants appropriate to the urban setting and the Wanaka 

climate  
• create variety and interest while maintaining cohesion and protecting views wherever possible.  

 

Building design objectives  

• encourage dwelling design that is in direct response to the landscape and character of the area  
• encourage dwelling design and location which considers the overall design intention for streetscape 

and neighbouring properties  
• encourage responsive design solutions that maximize beneficial site conditions such as shading, shelter 

and natural surface water flows  
• encourage the use of sustainable design principles, construction methods and features  
• ensure that dwelling design, materials and colours are in keeping with the overall design philosophy for 

Kirimoko Park. 
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3. The code 

 

 

 

 

3.1  Kirimoko Park Management 

 

The Kirimoko Park Residents Association Inc. (‘the Society’) is the entity that will manage Kirimoko Park. All lot owners 
within Kirimoko Park will be members of the Society in order that all residents can be involved in the ongoing 
management of their community.  

The Society will draw on the expertise of suitably qualified professionals and will work with you, during the design, 
construction and landscaping of your dwelling, to guide you through the approval process.  

Compliance 

The approval process will ensure that all dwellings and landscaping within Kirimoko Park comply with all relevant 
consent notice conditions and covenants registered on your certificate of title and the guidelines contained within 
this Code. Once your dwelling has been constructed and your landscaping has been completed the Society will 
take a back seat in terms of ongoing control. While some covenants relate to the ongoing use of your property the 
Society will only intervene where non-compliance is brought to its attention or the effects of any non-compliance 
are clearly noticeable within Kirimoko Park and affect the sustainability and liveability of the community.  

Wherever possible, should non-compliance occur, the Society will encourage the interested parties to work co-
operatively to resolve matters as simply as is possible. 

Ongoing Maintenance  

(a) Streetscape Maintenance 

The Society will be responsible for the ongoing maintenance of the green amenities and the planting within the 
streetscape as a whole. The Society will also be responsible for liasing with Queenstown Lakes District Council and 
external contractors where necessary.  

(b) LID Stormwater System Maintenance 

As part of the wider LID Stormwater System your lot may include or adjoin a rain garden, swale and/or detention 
basin. These elements will need some very basic ongoing maintenance which is expected to form part of your 
overall garden maintenance. These simple maintenance requirements are detailed as a list of “dos and don’ts” in 
the Low Impact Design Stormwater System Maintenance Manual which is included as Appendix K in the 
Appendices Booklet. The Maintenance Manual also includes details of how to connect to the stormwater system 
which your architect, designer and builder will need to bear in mind.  

The Society will, however, be responsible for the ongoing maintenance of the LID Stormwater System as a whole and 
this will include routine inspections of the various elements that make up the system and technical maintenance 
work where required. 

Maintenance Issues 

Any maintenance issues that arise within the streetscape should be directed to the Kirimoko Park Residents 
Association for resolution. 
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3. The code 

 

 

3.2  The Design Approval Process 

In order that the landscape and building design objectives are met and to ensure that consent notice conditions, 
covenants and guidelines are complied with the layout, design and landscaping of your home will require the 
approval of the Society prior to any work commencing on site. A flow chart summarising the design approval 
process is included as Appendix A in the Appendices Booklet.  

When beginning to design your dwelling and garden you (or your designer, architect or building company) should 
refer to this Code, the Lot Specific Layout Plan  that has been prepared for your lot (Lot Specific Layout Plans are 
available from the Society or online at www.kirimokopark.co.nz), and the consent notice and covenant that are 
registered on your certificate of title.  

The Society will be available to you or your representatives to answer any questions and provide informal advice 
while you design your dwelling and garden.  

Once the initial design for your dwelling and garden has been prepared you will need to formally apply to the 
Society for design approval. The design approval application form and application checklist (included as 
Appendices B and C in the Appendices Booklet), have been prepared to ensure that all required information is 
provided at the outset and that the approval process is not unnecessarily delayed. The application form and 
checklist are available for download from www.kirimokopark.co.nz.  

You will need to provide the following information as part of your application:  

• Site Plan (scale 1:100@A3) showing the layout of your property including the position of the dwelling within the 
building platform, the position of your driveway, vehicle crossing and parking, the position of services and 
structures. The site plan can, if you wish, be combined with the Landscape Strategy (see below).  

• Floor Plans (scale 1:100@A3) showing the general internal layout of your dwelling.  
• Elevations (scale 1:100@A3) showing the bulk, form, materials and colours of your dwelling and demonstrating 

compliance with all relevant covenants and consent notice conditions. 
• Written design specifications or well annotated plans demonstrating compliance with all relevant covenants 

and consent notice conditions and detailing the sustainable features to be incorporated into the design.  
• Landscape Strategy (scale 1:100@A3) (which can be incorporated into the site plan and/or can take the form 

of a fairly basic, hand drawn plan) clearly showing any existing landscape planting as well as the location, type 
and number of proposed planting and details of any paving materials, fencing, services, structures and letter 
box (an example Landscape Strategy is included as Appendix D in the Appendices Booklet). 

• Earthworks Plan (scale 1:100 @ A3) demonstrating what, if any, earthworks are proposed as part of the dwelling 
construction and/or landscaping. The Earthworks Plan must show the extent of exposed soil, volumes of cut and 
fill and the extents of exposed batters/retaining walls. 

• Construction Schedule outlining the intended time frame for construction.  
• Completed design approval application form and application checklist.  
• A cheque for the bond amount of $1000 made payable to the Kirimoko Park Residents Association Inc. 
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3. The code 

 

 

3.2  The Design Approval Process cont. 

Once your application has been received by the Society it will be considered, by suitably qualified professionals 
employed by the Society, against the consent notice conditions, covenants and guidelines to ensure that it 
achieves the landscape and building design objectives for Kirimoko Park. If the Society is satisfied that the design 
complies and will assist in meeting the design objectives your design will be approved.  

If the Society does not, having taken expert advice, consider that the design complies with relevant conditions or 
adequately assists in meeting the design objectives the Society will enter into a dialogue with you or your 
representatives to work through the elements of your design that are not appropriate. The Society will work with you 
to achieve an appropriate solution, which complies, is consistent with the design objectives and meets your needs.  

As the design approval process is intended to ensure that your dwelling layout, design and landscaping complies 
with the consent notice conditions and covenants registered on your Certificate of Title it is anticipated that you will 
not require resource consent from QLDC for your dwelling itself, although any ancillary structures located outside of 
the building platform or earthworks associated with the construction of your dwelling or landscaping will be subject 
to the District Plan rules and may require resource consent.  

Once your dwelling design and landscaping has been approved by the Society you will be free to apply to QLDC 
for building consent and as part of the building consent process QLDC will confirm what, if any, resource consents 
are required.  

A bond of $1000 will be payable to the Society at the time you make your application for design approval. The 
bond is required to ensure that your dwelling and landscaping is appropriately finished in accordance with the 
approved plans and will be held until the Society is satisfied that this has been done.  

Once you have obtained design approval, building consent and any necessary resource consents the foundations 
and slab of your dwelling can be prepared for pouring. In order to ensure that the dwelling is sited as approved and 
complies with the lot specific height limits the boxed slab will be checked (at the Society’s expense, including 
surveying where necessary) prior to pouring and the Society will provide confirmation as to whether the position and 
level complies. At such time as confirmation is received that your boxed slab is correct in terms of position and level 
you will be able to pour the slab and commence the physical construction of your dwelling.  

The construction of your dwelling is to be carried out generally in accordance with the Construction Schedule 
included and approved as part of the design approval process and should be completed within 18 months of 
obtaining all necessary design approvals and consents unless otherwise agreed with the Society. The Society will 
consider a dwelling complete once a Code Compliance Certificate has been issued, the approved Landscape 
Strategy has been implemented and any damage arising from the construction process has been appropriately 
repaired. While you will be able to occupy your dwelling once your Code Compliance Certificate has been issued 
your bond will only be repaid once the approved Landscape Strategy has been implemented and any damage 
has been repaired. 
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3. The code 

 

 

 

3.3  Your site  

Through careful consideration of each lot within Kirimoko Park and how future dwellings will relate to each other the 
generic minimum lot size, boundary setback, recession plane and height limit requirements of the QLDC District Plan 
have been relaxed in favour of controls tailored to suit each individual lot.  

A three dimensional building envelope has been created on each lot within which a dwelling can be constructed. 
These building envelopes have been designed in order that views, privacy and access to sunlight are maintained on 
all lots. This results in far greater certainty of what can be built on each lot and you can therefore design your 
dwelling accordingly, safe in the knowledge that certain views will be protected and certain parts of your lot will not 
be shaded or overlooked by neighbouring dwellings. To support this approach landscaping guidelines have been 
developed to minimise the impact of landscaping on public and private views. 

Lot Specific Layout Plans have been prepared for each lot within Kirimoko Park and are available for download at 
www.kirimokopark.co.nz. The plans include relevant information about the streetscape, strategic landscape design 
and other lot specific details. The plans also outline the lot specific controls such as the position of the lot access, 
building platform location, height controls, building and site coverage and areas within which Landscaping 
Guidelines apply. Where applicable the Lot Specific Layout Plans also include details with regard to accessory 
buildings, on site storage and service areas etc. In addition the plans show the position of neighbouring building 
platforms in relation to boundaries and any restrictions that might have an effect on each site.  

The detailed controls on the positioning of your dwelling and the layout of your site can be found in the Consent 
Notice and Covenants registered on your Certificate of Title but are summarised as follows:  

Building Platform  

As outlined above the area within which your dwelling is to be constructed, the ‘building platform’, is registered on 
your title and is shown on your Lot Specific Layout Plan.  

Height Limit  

Maximum heights for dwellings on most lots range from 4.5m to 7m with some parts of building platforms being 
identified as suitable to accommodate single or double storey construction. While the height limit on most lots is 
defined as a height above a central point marked on the building platform a number of lots include maximum 
building heights defined as a specific height above sea level. The maximum building height for your lot is shown on 
your Lot Specific Layout Plan.  

Building Coverage  

Maximum area for buildings on each lot is defined in m2 and shown in the specification table on your Lot Specific 
Layout Plan.  

Site Coverage 

Maximum area for impermeable surfaces on each lot is defined in m2 (includes building coverage area) and is 
shown in the specification table on your Lot Specific Layout Plan. 
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3. The code 

 

 

 

3.3  Your site cont. 

Landscaping Guideline Areas 

On your Lot Specific Layout Plan areas are identified to which the Landscaping Guidelines apply. Planting within 
these areas has the potential to impact on your neighbours views and so the variety and height of plants that can 
be planted within these areas is controlled by the Guidelines set out in Appendix L in the Appendices Booklet. 

Ancillary Structures  

Within Stage 1 of Kirimoko Park areas are identified on Lot Specific Layout Plans which are the preferred location for 
sheds, garages, spa pools, decks, pergolas etc. Where these areas are located on a street frontage ancillary 
structures will be limited to garages, decks and pergolas. A maximum height of 3.5m (or 2.5m where the structure is 
located on the boundary) applies to ancillary structures within these identified areas.  

Service Areas 

Identified areas which are the preferred location for rubbish/recycling storage, air conditioning / heat pump units, 
clothes lines, firewood/fuel storage etc. are shown on your layout plan. Where these areas are located on a street 
frontage they must be appropriately screened as part of your proposed landscaping.  

Access Location 

Either fixed or flexible and individual or shared access points are shown on your layout plan and are determined by 
lot layouts and streetscape and stormwater requirements.  

Parking 

2 parking spaces are required per lot and can be a combination of garage, car port and/or uncovered parking 
spaces.  

Streetscape Interface  

Special requirements relating only to Lots 1 to 6 are shown on the relevant Lot Specific Layout Plans and are outlined 
in Appendix E of the Appendices Booklet.  

Fencing, Hedging and Screening  

The use of hedges rather than fencing or solid screening is preferred and encouraged, particularly on the street 
frontage and side yards to the front of dwellings. Should a continuous fence be required it will generally be limited to 
post and rail fencing (or similar) to a maximum of 1.2m in height (in areas visible from the street) and screened by 
landscape planting. Any fencing in excess of 1.2m in height will require specific approval from the Society.  

When considering whether to grant its approval the Society will consider the aesthetic appearance of the proposed 
fencing from both sides in order to ensure that the approved fencing does not detract from the amenity of your 
neighbours. Examples of appropriate fencing and screening solutions and materials and hedge species can be 
found in the ‘Fencing and Screening’ palette included as Appendix F in the Appendices Booklet.  

Compliance with each of the elements outlined above should be shown on the plans submitted to the Society with 
your application for design approval. 
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3. The code 

 

 

 

3.4  Your dwelling 

In keeping with the design led approach to Kirimoko Park the design of the individual dwellings on each lot is 
important in terms of meeting the design objectives as a whole. Therefore, the Society has retained control over the 
design of individual dwellings and will consider the following matters as part of the design approval process.  

Specific Design Requirements  

While there are no prescribed design forms or styles within Kirimoko Park certain lots may have lot specific design 
recommendations such as maximum/minimum roof angles, specific building orientation or split level layouts in order 
that certain design objectives are met. These specific design requirements (if applicable) are shown in the 
specification table on your Lot Specific Layout Plan and should be incorporated into your design.  

Building Layout and Landform  

Dwellings that respond naturally to their site, using the landform of the site and the surrounding landscape to their 
advantage (i.e. the orientation of dwellings towards the sun, shelter and views, natural contours of the land), will be 
encouraged (refer contour diagram below).  

Building Type, Shape, Proportions and Facades  

The Society wishes to encourage variety within dwelling designs and will consider the proportions of each dwelling in 
relation to the site and modulation and variation within the facades of each dwelling.  

Building Materials and Colours  

The external materials and colours of your dwelling will be considered as part of the design approval process. The 
selection of materials and colours that create a balanced look with sufficient variety and interest throughout the 
design of your dwelling is encouraged. Examples of appropriate materials and colours are shown in the Materials 
Palette and Colour Palette included as Appendices G and H in the Appendices Booklet.  

The extensive use of corrugated iron and/or recycled materials will not be approved where this creates an 
inappropriate overall appearance and consideration will be given to how materials will age and the effect this will 
have on the appearance of the dwelling over time.  

The approval process will focus on achieving an overall cohesiveness and aesthetic within individual lots and 
throughout Kirimoko Park as a whole and the choice of materials and colours for a dwelling should achieve an 
overall design scheme which extends to fencing and letterboxes and other similar features within your property. 
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The code. 

 

 

3.4  Your dwelling cont. 

 

Sustainable Features  

Kirimoko Park has been designed with a committed focus on sustainability. This is carried through to the requirement 
to incorporate certain sustainable features into the design of individual dwellings. The additional cost of building 
these features into the design at an early stage should not be excessive and will result in long term cost savings.  

Each dwelling within Kirimoko Park must include the following straight forward and low tech sustainable features:  

• Passive solar design 

• Natural light and natural ventilation to all rooms – excluding storage areas and toilets 

• Double glazing throughout the building (as required by the Building Code) 

• Solar ready hot water cylinder or where instantaneous gas or heat pump hot water is to be used 
provision must be made for the installation of solar hot water systems in the future (e.g. the inclusion of 
ducting and space for a solar hot water cylinder) 

• Roof insulation to a minimum of R3.6 

• Wall insulation to a minimum of R2.8 

• Under slab/floor insulation to a minimum of R2.0 

• Insulation of party walls and internal walls between heated and none heated rooms i.e garage to a 
minimum of R2.8 

• Insulated or solid core external doors 

• Permeable surface treatment to at least 50% of otherwise sealed areas (not including building foot 
print) or independent on-site soakage sufficient to reduce run off from impermeable surfaces by at 
least 50%. 
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3. The code 

 

 

 

3.4  Your dwelling cont. 

 

Sustainable Features  

In addition to the sustainable features listed, each dwelling within Kirimoko Park must include a minimum of three of 
the following elective sustainable features:  

• Permeable surface treatment to 80-100% of otherwise sealed areas (not including building footprint) or 
independent on-site soakage sufficient to reduce run off from impermeable surfaces by 80-100% 

• Heat sink walls and/or floors 

• Light wells in 2 storey buildings 

• Energy efficient heating 

• Energy efficient lighting system and appliances ** 

• Water efficient systems and appliances (WELS rating of 3 or higher) thermally broken external window 
and door joinery ** 

• Water conservation measures such as roof water collector tanks, grey water systems * 

• Solar powered lighting, pumps etc. in garden design 

• Full solar hot water system 

• Compost or worm farm  

• External air vented fires  

• The use of materials with low embodied energy content such as local and raw materials rather than 
highly processed and imported materials  

• Any other specific sustainable feature introduced as part of the building and/or landscape proposal.*  

Information on sustainable building can be found on the following websites:  

www.level.org.nz 

www.nzgbc.org.nz  

Alternatively the Society will be happy to provide advice on where to find the most up-to-date information on 
sustainable building features at the time you come to design your dwelling.  

* whether a landscape or building design element or construction method or material qualifies as a sustainable 
feature is at the discretion of the Society.  

** (Energy Star and/or ERL rating of 3 or higher). 
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3. The code 

 

3.5  Your garden  

Structural Landscaping 

As part of the construction of Kirimoko Park extensive structural landscape planting has been carried out within the 
road reserve, public open space and private lots. The structural landscaping is an integral part of the overall design 
and concept of Kirimoko Park and has been designed to provide an attractive and interesting living environment. A 
key feature of the structural landscaping is the inclusion of street trees. The street trees have been selected and 
positioned to frame and define the public places within Kirimoko Park. The street trees will be maintained on an 
ongoing basis to ensure that views through and around the trees are protected while achieving the objective of 
adding structure to the streetscape. A plan showing the shape and height of the various street tree varieties is 
included as Appendix M in the Appendices Booklet. 

Your Landscape Strategy 

Your garden will be the extension of your indoor living areas and is also important in terms of the Kirimoko Park 
design objectives. In order to compliment the structural landscaping and ensure that the views of your neighbours 
are not compromised the layout and design of your garden should form part of the overall design for your dwelling 
and therefore the inclusion of a Landscape Strategy is required as part of the design approval process and must be 
provided at design approval stage. The starting point for the preparation of your Landscape Strategy should be to 
refer to your Lot Specific Layout Plan which identifies the Landscaping Guideline Areas within which landscaping 
needs to be carefully considered to ensure that your neighbours’ views are not compromised. The Landscaping 
Guidelines are set out in Appendix L in the Appendices Booklet. 

Your Landscape Strategy can take the form of a fairly simple sketch plan and need not be prepared by a 
landscape professional. It must, however, include sufficient detail to clearly show the location, number and density 
of existing plants and those that you intend to plant. It is likely that you may wish to add to and develop your 
Landscape Strategy over time and you are encouraged to do so. It is important however to remember that the 
Landscaping Guidelines will need to be complied with on an ongoing basis so any additional planting should be 
designed accordingly.  

In order to assist with the implementation of your Landscape Strategy the Society will provide you with a number of 
plants to get you started. A plant schedule providing an example of the plants that will be supplied by the Society is 
included as Appendix I in the Appendices Booklet. Vegetable gardens are fine provided their position is approved 
as part of the overall landscape plan. Hard Landscaping Guidance on preferred materials and design solutions to 
be used in constructing your garden can be found in the palette appendices as follows:  

Paving and Decking  

The Surface Treatments Palette included as Appendix J in the Appendices Booklet, shows paving design solutions 
that will be encouraged and assist you in achieving the required amount of permeable surfaces within your garden. 
Decking is always a good option as long as it allows water to drain through freely onto the ground below.  

Walls – Retaining and Free-standing  

The Fencing and Screening Palette included as Appendix F in the Appendices Booklet, includes examples of 
materials and design solutions for free standing and retaining walls that will be encouraged. Generally the use of 
natural stone or timber will be preferred although alternative materials will be considered.  

Pergolas, Shades and Screens  

Pergolas, shades and screens should be consistent with the dwelling design in terms of materials and colours. The 
Fencing and Screening Palette included as Appendix F in the Appendices Booklet, includes examples of 
appropriate screening materials and solutions.  

Soft Landscaping  

Strategic landscape planting has been carried out throughout Kirimoko Park in order to establish the desired 
character and as part of the LID Stormwater System. This may include planting that has been carried out within your 
lot. The planting that has been carried out is important in terms of meeting the landscape design objectives and 
ensuring that the LID Stormwater System continues to work well and so cannot be removed or altered. The existing, 
protected planting is shown on your Lot Specific Layout Plan. 
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3. The code 

 

 

3.5  Your garden cont. 

 

Sustainable features within the garden  

Sustainability does not only feature as part of the house design, materials and services but extends into the garden 
as well. The following are sustainable features that may be present in your garden or could be incorporated into 
your landscaping plan.  

Rain gardens, swales and detention areas 

Some lots within Kirimoko Park will include or adjoin a rain garden, swale or detention basin. The rain gardens have 
significance as they will intercept stormwater from impervious paved areas and roofs on your site. The rain gardens 
form the first element of the LID Stormwater System within Kirimoko Park and will slow down the flow of rainwater, 
allowing it to infiltrate into the ground. During storm events, when rain is falling faster than it can be infiltrated into the 
ground, rainwater will be stored within your rain garden to a certain level before flowing into specially designed 
swales and ponds or detention areas which may be located on your lot or on adjoining lots. Rain gardens, swales 
and detention areas are therefore important parts of the LID Stormwater System that you must neither alter nor 
remove.  

It is your responsibility to integrate the rain gardens, swales and detention areas into your overall Landscape Strategy 
and to ensure that the terrain/topography of your garden is not altered during the construction process so as to 
render the LID Stormwater System ineffective.  

Paving and surface treatment of generally sealed areas  

Paved areas, roofs and driveways collect stormwater which will flow into the rain garden and the wider LID 
Stormwater System. The larger the paved impervious areas are within your garden the more stormwater run-off will 
be generated. Reducing run-off is the best way of easing the load on the LID Stormwater System. This can be 
achieved by using permeable or partially permeable paving material or by providing independent on-site soakage. 
As a minimum 50% of all pathways, driveways, patios, courtyards and otherwise sealed surfaces in your garden must 
be of a permeable nature or independent on-site soakage must be provided sufficient to reduce stormwater run-off 
by 50% as part of the compulsory sustainable features (e.g. through the use of soakage strips adjacent to paved 
areas gently inclined to runoff into the strips). Examples of permeable and semi-permeable materials are shown in 
the ‘Surface Treatments’ palette included as Appendix J in the Appendices Booklet.  

 

 

 

 

 

Rainwater and Irrigation  

In addition to the use of permeable paving materials the load on the LID Stormwater System can be further reduced 
by intercepting roof water by way of a roof water tank or barrel. The collected rainwater can then be used to 
irrigate your garden during dry periods and will ultimately save you money if Council introduces water metering in 
the future.  

Irrigation as a permanent feature in gardens is discouraged and the choice of appropriate plant species is key. 
Consideration should be given to each plants suitability to the Wanaka climate and plants that do not require 
excessive irrigation once your garden is well established (i.e. after 2-3 years). 
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4. Your place	  

	  

 

By following this Code and designing your home and garden in accordance with your Lot Specific Layout Plan and 
the appendices attached your design will comply with all relevant Consent Notice conditions and Covenants 
registered on your property and should pass through the Society’s design approval process without undue difficulty 
or delay.  

More importantly however, the end result will be a well designed, attractive and sustainable home and garden 
within a well designed, attractive and sustainable community that you can enjoy for years to come. 
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5. Glossary 

	  

	  
	  

• Ancillary Structure  Ancillary Structures are domestic structures, either attached or detached, and include sheds, 
garages, spa pools, decks, pergolas etc. 

• Buildable Area/Building Coverage The Buildable Area and/or Building Coverage for each lot is the maximum 
area of the lot that can be covered by buildings. The maximum areas are defined in m2 , are listed in the 
Consent Notice and Covenant and are shown on the Lot Specific Layout Plans. 

• Building Envelope  Building Envelopes are 3D shapes, defined by your building platform and height limit(s), 
within which your dwelling must be constructed. 

• Building Platform  A Building Platform is registered on the Title Plan of each lot and identifies where any future 
dwelling is to be located. 

• Consent Notice Conditions  The Consent Notice is a legal document that is registered on your Certificate of Title 
and which includes conditions, imposed by Council, controlling the development of your property. 

• Covenant  The Covenant is a legal agreement between lot owners and the Kirimoko Park Residents Association 
and is registered on the Certificate of Title of each lot. The Covenant includes a range of conditions controlling 
the use and development of each lot and has been carefully prepared to ensure that the overall vision for 
Kirimoko Park is achieved and appropriate levels of amenity are maintained.  

• Detention Basin  The Detention Basins are the large landscaped basins which are used to hold stormwater in 
large rainfall events. The detention basins slow down the run-off of stormwater, allowing it to soak into the 
ground rather than flow into the lake.  

• Guidelines  Guidelines are set out in the Code and its Appendices and are intended to provide further 
guidance on certain matters.  

• Landscape Guideline Areas  Landscape Guideline Areas are areas, shown on the Lot Specific Layout Plans, to 
which the Landscape Guidelines apply. Planting within these areas has the potential to impact on 
neighbouring views and therefore the variety and height of plants that can be planted is controlled.  

• Landscape Strategy  Your Landscape Strategy (or Landscape Plan as it is referred to in the Covenant) will take 
the form of a plan showing the soft (e.g. planting) and hard (e.g. decks) landscaping that you intend to carry 
out. 

• Low Impact Design Stormwater System  The Low Impact Design (or LID) Stormwater System is a carefully 
designed, sustainable alternative to a piped stormwater system. The LID system comprises a network of swales, 
rain gardens and detention basins which are designed to slow down and hold stormwater, allowing for it to 
soak into the ground. The LID system is important as it reduces the amount of sediment and pollutants 
discharged to the lake and also will help to minimize pressure on the wider stormwater system during rainfall 
events.  

• Lot Specific Layout Plan  The Lot Specific Layout Plans are a graphic representation of the specific details that 
will determine how each lot is developed. These include the building platform, access point, structural 
landscaping, height limits, any swales, rain gardens or detention basins, landscape guideline areas and any 
other lot specific design details or conditions.  

• Rain Garden  Rain Gardens form part of the LID Stormwater System and are generally located within the public 
road reserve (although there are a number located on private lots). The rain gardens are designed to hold 
stormwater and allow it to soak into the ground resulting in less run-off. 

• Service Areas  Service Areas are identified on the Lot Specific Layout Plans and are suggested areas within 
which rubbish/recycling, heat pump units etc should be located and/or stored. 

• Setback Areas  The term Setback Areas refers to the District Plan setbacks which have been relaxed to 
accommodate the building platforms but continue to apply to any building located outside of the building 
platform. 

• Site Coverage  Site Coverage means the total area of impermeable surfaces (e.g. buildings, sealed driveways 
etc) that can be constructed on each site. The maximum Site Coverage for each lot includes the Buildable 
Area/Building Coverage for the lot and is expressed in m2 on the Lot Specific Layout Plans. 

• Street Interface  The term Street Interface is specific to Lots 1 to 6 and sets out how dwellings on those lots should 
relate to, and interact with, the adjoining streets. 
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5. Glossary cont. 

	  

	  

	  
• Street Tree  Street Trees are a key feature of the structural landscaping and have been selected and positioned 

to frame and define public places and viewshafts. The street trees include a mix of London Plane, Cypress Oak 
and Whitebeam. 

• Structural Landscaping  The Structural Landscaping comprises the landscape planting carried out by the 
developer within the road reserve, public open space and private lots and has been designed to frame 
viewshafts and give Kirimoko Park its distinctive character. 

• Swale  Swales are grass or rock lined channels which convey stormwater through the site to the various rain 
gardens and detention basins. The swales are a sustainable alternative to underground stormwater pipes as 
they slow the run off of stormwater and allow it to soak into the ground. 

• The Society  Throughout the Code the Kirimoko Park Residents Association, being an Incorporated Society, is 
referred to as The Society. 

• View Shaft  View Shafts are specific views which has been protected through the careful design and location of 
adjoining building platforms and landscape planting. View shafts will often be framed by structural landscape 
planting and/or building platforms and will not always be open and expansive views but defined views which 
will be protected.  

• View Direction  The term View Direction is referred to in the landscape guidelines and is the general direction of 
views from each lot (e.g. to the lake or mountains). View directions are shown on the Lot Specific Layout Plans. 

	  

	  

	  

 



	  

Appendix A | Design Approval Flow Chart 

	  

 

	  

	  

	  

	  

	  

	  



 

Appendix B | Design Approval Application Form 

 

 

 

	  



 

Appendix C | Application Checklist 

 

 

 

 

 

 

 

 

 

 

 

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  



 

Appendix C | Application Checklist	   	  



 

Appendix D | Example Landscape Plan 

 

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  



  

Appendix E | Streetscape Interface on Lots 1 to 6 

 

 

Streetscape Interface 

Buildings on Lots 1 to 6 have an important role to play, as they will form as integral part of their street evironment. 
Buildings on Lots 1 to 6 must be located, at least in part on the road boundary to give the street a solid edge, with 
the building frontage generally being within 1m of the road boundary. 

 

Specific requirements are as follows: 

• Clear boundary definition between public street and private land must be achieved through the use of 
different surface materials, the introduction of level changes (ie. stepping up into the private environment) 
and the strategic location of smaller walls, screens, hedges, or other structural vegetation. 
 

• Living spaces are to be set out such that at least one living space (living, dining or kitchen) faces the street. 
Should this be located on an upper level at least one actively used room on the dround level should also 
face the street. This could be a bedroom or study but not a bathroom, laundry, garage or storage area. By 
facing the street internal activiies will partially overlook the street and provide a level of passive surveillance 
making the street safer. 
 

• Access and maneuvering spaces in front of the house are to be visible and legible by defining entry 
spaces with porches, roof overhangs or other building elements that signal the entry point to the house 
and locating garages strategically to ensure sufficient maneuvering space and good visability from the 
moving vehicles avoiding any visual obstruction as most streets are used as play areas by children. 

 

Plans submitted as part of the design approval process for dwellings on Lots 1 to 6 should demonstrate how these 
requirements are met. 

 

 

 

 

 

 

 

 

 

 

 

 

	  



 

Appendix F | Fencing and Screening Palette 

 

 

 

 

	  



 

Appendix G | Materials Palette 

 

We encourage the use of local materials that reflect the nature of the design and create a balanced look with 
sufficient variety and interst throughout the entire design of the house. During the approval process consideration 
will be especially given to the external façade treatment through the selection of materials, textures and colours 
and how those relate to its overal performance. 

The following important aspects should be considered when selecting materials: 

• naturally occuring textures and colours 
• physical quality of the materials ie. durability, maintenance, ‘ageing’ of material 
• sustainable standards ie. locally source materials 
• suitable mix of materials that are appropriate to the overall design and form of the dwelling and used in 

proper proportions 
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do not use 

use 

recycled material 
red brick or equivalent 
monolithic plasters over entire building 
plastic or PVC 
highly reflective materials 

metal cladding – corrugated iron etc. 
large sheets of plain fibre cement boards 
plaster systems 
copper 

natural & local materials 
natural stone 
solid timber – natural, stained or painted 
other timber sheet products or equivalent 
glass 
concrete, concrete block or equivalent 

zinc coated roof finishes 
highly reflective materials 

roofing materials that will not 
pollute the roof water run off 

Additional façade elements such as sun shade devices, pergolas, decks, porches and canopies need to be 
integrated into the overall design and appearance of the house with regrad to material colour and design. 



 
Appendix H | Colours Palette 
 



 
 
Appendix I | Plants provided by Society 
 
 
The Society provides each new lot holder with a plant package to the value of $1250.00 (GST Inclusive). The 
package is redeemable from ‘The Yard’, 14 Reece Crescent, Wanaka. Plants are to be ordered and 
collected/delivered in a single purchase. Multiple/cumulative orders will not be accepted. A sample section is 
provided below for your reference. 

 



 
 
Appendix J | Surface Treatments Palette 



 

 

Appendix K | Low Impact Design Stormwater System Maintenance Manual 
 

 
The Stormwater System 

 
The stormwater system for Kirimoko Park has been developed using the philosophy and principles of low impact 

urban design to reduce the impact of stormwater discharges on the downstream environment. The stormwater 

system consists of a series of swales, rain gardens, and attenuation basins, which have been designed to ensure that 

the development provides stormwater treatment in order that the quality of the stormwater from the development 

does not have a detrimental impact to Lake Wanaka or the area’s groundwater. 

 

Rain Gardens within Kirimoko Park 

 

The individual rain gardens are critical elements of this Low Impact Design Stormwater System as they collect and 

separate contaminants from the stormwater before entering the remainder of the stormwater system. Rain gardens 

are natural treatment systems, and as such, they are sensitive to inappropriate care and treatment. 

 

As these rain gardens are located on private as well as public property and may, from time to time, require careful 

maintenance the responsibility for monitoring and maintenance of the rain gardens, on both public and private 

land, will be carried out by the Kirimoko Park Residents Association. 

 

However there will be certain things that individual lot owners can do, or not do, to maintain the health and 

performance of any rain garden on their lot and the rain gardens within the wider subdivision. These simple do’s and 

don’ts are as follows: 

 

Do’s 

 Do become familiar with the location of the critical elements which feed into the stormwater system. This 

includes any inlet sumps which direct water into your rain garden, the overflow structure, and outlet sumps 

(if onsite) as well as the rain garden itself. The Kirimoko Park Residents Association will provide you with a 

drawing which identifies these elements. Keep these locations in mind when carrying out activities on the 

site which may drain into the rain garden on your property or the wider stormwater system such as washing 

your car. 

 Do contact the Kirimoko Park Residents Association if you think there is a problem with a rain garden. 

 Do routinely inspect the state of the vegetation in your rain garden. A green rain garden is a healthy rain 

garden. 

 Do water the plants in your rain garden during dry periods. When it does not rain the under-drain and 

infiltration media in the rain garden may cause the planting soil to dry out quicker than the surrounding 

soils. Watering the vegetation on an as-needed basis will ensure that the plants are kept in a healthy 

condition and prevent the plants from ‘browning off’. 

 Do keep an eye on the plants; if they are not thriving they may need moving. Plants may need pruning, 

thinning or replacing from time to time. If you are unsure, contact the Kirimoko Park Residents Association. 

 Do weed regularly; as you would with any garden. 

 Do re-establish any bare patches with appropriate seed or vegetation. If you are unsure, contact the 

Kirimoko Park Residents Association. 

 Do mow any grass within a rain garden. If there is grass in your rain garden, the grass shall be mowed as 

required but maintaining a grass height of at least 50mm. 

 Do routinely remove excess vegetation and leaves from the rain garden. 

 Do remove litter and debris if it enters a rain garden. 

 Do remove any material blocking the overflow sump or outlet areas. If you are unsure, contact the 

Kirimoko Park Residents Association. 

 

Don’ts 

 Don’t allow any chemicals, detergents or other hazardous substances to drain into any rain garden. Should 

a spill of such products occur in the area, you should take action immediately to prevent the spill from 

entering the stormwater system. It is important that ay contaminants spilled on the hardstand areas of the 

site are not washed into the stormwater system. Rain gardens are natural treatment systems, and the plants 

are not tolerant of poor treatment. Only stormwater or clean tap water can be directed to the rain 

garden. 

 Don’t dispose of garden waste, such as grass clipping or compost over a depth of 50mm in any rain 

garden. 

 Don’t park or drive on your rain garden. A rain garden relies on the stormwater infiltrating into the ground. 

Driving over the rain garden compacts the soil and makes it more difficult for the stormwater to soak into 

the ground. It can also leave behind ruts which may cause flows to short circuit. 
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Swales 

 

In addition to the rain gardens there will be certain things that individual lot owners can do to maintain the health 

and performance of any swales that run through their lot. These simple do’s and don’ts are as follows: 

 

Do’s 

 Keep swales free of any obstructions 

 Keep grass mown to allow for free water flow 

 

Don’ts 

 Make modifications to the swales 

 

 

Due to the unique nature of the Low Impact Design Stormwater System, there are a few things that must be 

considered when designing and constructing a dwelling at Kirimoko Park. These are as follows: 

 

Height of finished floor levels 

 

The finished floor level of any dwelling and/or the level of any surface drain connecting to the Low Impact Design 

Stormwater System must be a minimum of 150mm higher than the outflow level of the relevant connection (eg. Well 

up chamber) unless a direct flow path is available to a swale or channel or adequate independent onsite soakage 

is provided. 

 

This is required in order that all impervious areas within any lot (roofs, driveways, courtyards) can adequately drain to 

the Low Impact Design Stormwater System. The following drawing demonstrate the required separation between 

finished floor levels and/or surface drains and the Low Impact Design Stormwater connection points: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

In order to assist in achieving the required separation the levels of the various connection points and the lots to 

which they relate are listed in the table below: 

 

Sealing of down pipes 

Any downpipes connecting to the Low Impact Design should be sealed for a minimum of 150mm above the finished 

floor level of the dwelling in order to provide sufficient pressure to ensure that stormwater drains adequately. 

 

Summary 

The stormwater system within Kirimoko Parl has been developed using the philosophy and principles of low impact 

urban design to reduce the impact of stormwater discharges on the downstream environment and to hel maintain 

pristine water quality in Lake Wanaka. A critical element of the overall stormwater system is the rain gardens. The 

rain gardens assist by retaining stormwater so that it can be released slowly downstream while removing many 

contaminants entrained in the runoff. As an individual lot owner in Kirimoko Park, it is your responsibility to ensure that 

you observe the simple do’s and don’t included in this manual and alert Kirimoko Park Residents Association to any 

problems with rain gardens. By ensuring that the rain gardens are well look after, you will be doing your part to 

protect the water quality of Lake Wanaka and the area’s groundwater. 

 

In addition, by incorporating the design requirements into the design of your dwelling you will ensure that the Low 

Impact Design Stormwater System performs as it is intended. 
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In order to assist in achieving the required separation the levels of the various connection points and the lots to 

which they relate are listed in the table below 
 

 

 

 

 

Stage 1 

Lot No. Outflow Level (MASL) Lot No. Outflow Level (MASL) Lot No. Outflow Level (MASL) 

Lot 1 304.91 Lot 14 310.36 Lot 29 311.88 

Lot 2 305.23 Lot 15 310.58 Lot 30 312.23 

Lot 3 (RG 

3a) 

305.55 Lot 16 311.22 Lot 31 312.41 

Lot 3 (RG 

4a) 

307.08 Lot 17 310.5* Lot 32 313.85 

Lot 4 NA Lot 18 310.18 Lot 33 311.40 

Lot 5 NA Lot 19 309.90 Lot 34 311.65 

Lot 6 305.83 Lot 20 309.07 Lot 35 309.38 

Lot 7 NA Lot 21 309.20 Lot 36 309.01 

Lot 8 NA Lot 22 309.86 Lot 39 314.34 

Lot 9 306.10 Lot 24 310.45 Lot 41 312.33 

Lot 10 309.14 Lot 25 310.27 Lot 42 308.88 

Lot 11 309.14 Lot 26 312.42 Lot 43 310.78 

Lot 12 309.72 Lot 27 312.09   

Lot 13 310.18 Lot 28 310.21   

Stage 2 

Lot No. Outflow Level (MASL) Lot No. Outflow Level (MASL) Lot No. Outflow Level (MASL) 

Lot 52 316.08 Lot 73 324.47 Lot 86 314.38 

Lot 53 316.76 Lot 74 324.39 Lot 87 315.89 

Lot 54 316.99 Lot 75 323.15 Lot 88 313.41 

Lot 55 318.21 Lot 76 320.47 Lot 89 315.00 

Lot 56 318.14 Lot 77 319.67 Lot 90 314.08 

Lot 57 320.84 Lot 78 316.76 Lot 91 314.78 

Lot 58 323.12 Lot 79 316.07 Lot 92 313.56 

Lot 59 327.58 Lot 80 315.63 Lot 93 313.08 

Lot 60 324.95 Lot 81 318.27 Lot 94 313.27 

Lot 69 318.31 Lot 82 320.10 Lot 95 314.33 

Lot 70 318.98 Lot 83 322.08 Lot 109 313.93 

Lot 71 319.79 Lot 84 320.06 Lot 110 313.11 

Lot 72 320.84 Lot 85 314.59   

Stage 3 

Lot No. Outflow Level (MASL) Lot No. Outflow Level (MASL) Lot No. Outflow Level (MASL) 

Lot 61 327.00 Lot 104 310.66 Lot 119b 305.02 (north) 

Lot 62 323.94 Lot 105 312.69 Lot 120 305.30 

Lot 63 322.28 Lot 106 313.03 Lot 121 305.59 

Lot 64 320.84 Lot 107 311.05 Lot 122a 305.11 (west) 

Lot 65 318.83 Lot 108 311.05 Lot 122b 305.78 (east) 

Lot 66 317.57 Lot 111 310.05 Lot 123 306.55 

Lot 67 315.42 Lot 112a 310.16 (west) Lot 124 307.40 

Lot 68 315.68 Lot 112b 310.18 (east) Lot 125 307.38 

Lot 96 314.47 Lot 113a 308.50 (south) Lot 126a 306.39 (south) 

Lot 97 313.74 Lot 113b 307.21 (north) Lot 126b 306.49 (north) 

Lot 98 313.94 Lot 116 308.51 Lot 127a 305.40 (north) 

Lot 99 316.68 Lot 117a 304.20 (south) Lot 127b 305.40 (south) 

Lot 100 313.46 Lot 117b 304.22 (north) Lot 128a 305.28 (north) 

Lot 101 312.05 Lot 118a 304.40 (south) Lot 128b 305.26 (south) 

Lot 102 310.65 Lot 118b 304.63 (north) Lot 129a TBC 

Lot 103 310.73 Lot 119a 304.72 (south) Lot129b TBC 
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In addition the following minimum floor levels (F.L.) and ground levels (G.L.) must be maintained on the lots which 

adjoin major overland flow paths: 

 

 
 

 

 

Notwithstanding the above it is each individual lot owner’s responsibility to ensure that finished floor levels and 

ground levels comply with the requirements of the New Zealand Building Code and that practical connections can 

be made to each lots stormwater lateral.  

 

 

Stage 2 

Lot No. Min Finished F.L. 

(MASL) 

Min Finished G.L. 

(MASL) 

Lot No. Min Finished F.L. 

(MASL) 

Min Finished G.L. 

(MASL) 

Lot 85 316.50 316.20 Lot 94 315.30 315.00 

Lot 86 316.10 315.80 Lot 110 314.10 313.80 

Lot 93 315.30 315.00    

Stage 3 

Lot No. Min Finished F.L. 

(MASL) 

Min Finished G.L. 

(MASL) 

Lot No. Min Finished F.L. 

(MASL) 

Min Finished G.L. 

(MASL) 

Lot 68 317.50 317.20 Lot 117b 305.50 305.20 

Lot 97 315.90 315.60 Lot 118a 305.50 305.20 

Lot 98 315.90 315.60 Lot 118b 305.50 305.20 

Lot 100 314.70 314.40 Lot 119a 305.50 305.20 

Lot 101 314.30 314.00 Lot 119b 305.50 305.20 

Lot 102 312.50 312.20 Lot 122a 306.50 306.20 

Lot 103 312.50 312.20 Lot 122b 307.10 306.80 

Lot 105 314.50 314.20 Lot 123 310.30 310.00 

Lot 117a 305.50 305.20    
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View shafts | Tree Height Guidelines 
 
 
The tree height guidelines below have been established to protect the view shafts of all lot owners within Kirimoko 
Park. These guidelines apply to specific areas where planting has the potential to impact on neighbouring views.    
 

• Plants in identified view shafts of neighbouring properties can reach a maximum of 2m, providing privacy 
but not blocking views. 
 

• Plants in view directions of building platforms can reach (+/- 10%) maximum height of building platform. 
 

• Plants in specific areas (as shown on Lot Specific Plans) where plants are anticipated to be low or where 
planting areas are to be extending over property boundaries must be a maximum of (1 – 2m, +/- 10 or 20%). 

 
 
Dispute Management Guidelines 
 
 
The Society has established guidelines to be followed in the event of any dispute regarding landscaping decisions.  
 
These are outlined below: 
 

• Neighbours or affected parties discuss the matter with each other first and ideally come to an amicable 
agreement. 

 
• If no agreement can be achieved the matter is brought to the Kirimoko Park Residents Association and a 

decision will be made that is binding. 

 
• Should the lot owner refuse to adhere to the Kirimoko Park Residents Association decision then the KPRA 

has the right to implement the decision and charge the costs to the lot owner. 

 
 



 4th June, 2015

 4th June, 2015

 
 
Appendix M | Street Trees 
 
 
 
Street trees - Habitus, dimensions and shapes 
 
All street trees have been carefully selected for their appearance and function within the streetscape. 
They have been placed in accordance with the identified view shafts and the requirements of the streets 
infrastructure. They will attractively frame views from various perspectives.  
 
Below is a graphic indicating the habitus, dimensions and shape of each street tree species in Kirimoko 
Park. 
 
 

	  




